
SPECIFICATIONS 

10 MHZ B-PROBE 

2-RING SECTOR SCANNING

Frame rate basic mode 20 frames I sec 

Maximum number 

of pages in a movie 200pagesx2 

Image display range 

Standard 35.2mm/52° 

(at ultrasound velocity= 1,550 ml sec) 

Wide 48.0mm/52° 

(at ultrasound velocity= 1,550 m/sec) 

Axial & lateral 

resolution I accuracy 0.6mm/±0.5mm 

Acoustic lines 131 lines (step by 0.4°) 

Colour scale 256 scale level 

40 MHZ UBM PROBE 

SINGLE LINEAR SCANNING 

Frame rate basic mode 1 O frame I sec 

Maximum number 

of pages in a movie 100pagesx2 

Image display range 9 mm (W) x 7mm (DJ (at 1,550 ml sec) 

Axial & lateral 

resolution I accuracy 0.05 mm I ±0.1 mm 

Minimum distance unit 

between cursors 0.02 mm step (at 1,550 mlsec) 

Acoustic lines 450 lines (step by 0.02 mm) 

Colour scale 256 scale level 

BIOMETRY 10 MHZ SOLID STATE PROBE 

WITH BUILT IN RED FIXATION LEO 

Measurement range 45.00mm 

Measurement 

resolution/ accuracy 0.01 mm/±0.1 mm 

IOL power calculation Haigis standard 

Haigis optimised 
Hoffer®Q 

Holladay 1 
SRK/1 

SRKIT 

SRKSHOWA 

Shammas-PL 
SRKIT Double K 

A-SCAN DIAGNOSIS 10 MHZ SOLID STATE PROBE

Measurement range 60mm 

Measurement 

resolution I accuracy 0.01 mm/±0.1 mm 

PACHYMETRY 20 MHZ SOLID STATE PROBE 

TIP 1.5 MM WITH AN ANGLE OF 45
° 

Measurement range 150 to 1,500 µm 

Measurement 

resolution I accuracy 1 µm/±5µm 

Percent bias 60 to 130% 

Plus minus bias -600 to +450 µm

Velocity range I standard 1,400 to 2,000 mls I 1,640 mls 

CONNECTORS 

8-scan for 10 or 40 MHz, a-scan I pachymeter, foot switch, LAN,

2 x USB (standard I PictBridge), OICOM work list

DIMENSIONS AND WEIGHT 

Dimension WOH 310 x 214 x 326 mm 

Weight 6.0kg 

DISPLAY 

TFTLCO 10.4 inches , colour touch screen 

POWER SOURCE 

Input Voltage 

Frequency 

Power consumption 

DIMENSIONS 

"' 
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100-240 VAC

50/ 60 Hz 

120 VA 
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~6 kg 

310 

ULTRASOUND DEVICE UD-800 

MODULAR A/B-SCAN SYSTEM 

DELIGHT 

IN SIGHT 
All in one. For complete 

ultrasound diagnostic 

needs. 

■ Modular configurable

■ Internal database (via USB Stick)

■ Biometer A-scan 1 O MHz

■ 1 O MHz 2-ring array B-probe

■ Pachymetry (optional)

■ UBM 40 MHz 8-probe (optional)

■ A-diagnostic probe (optional)
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